
UT RT Corrosion Report

Do NOT use the data contained within thisreport for business decisions without consulting a FER representative Refinery Name Richmond

Report Date May 21 2013

Parameters Equipment Location Id F1251 LocStatus Datapoint Status Active Meas Method Both Meas Status Active

Functional Location F1251 Location Status ACTIVE

Equipment Type 291 Functional Location Description WASTE HEAT REC INCLUDES DENOX ECON AND STACK

Unit ID 0415 Location Type Descript Box Furnace

Unit Descript LT NEUT HC DIST PLT 12

Max CCR Active DP 14.47 at Datapoint ID ST 09

Min Rem Life Years Active DP 6.92 at Datapoint ID ST 09

Last Inspect Date Active DP 0404 2013 at Datapoint ID ST 09 Multiple DPs with Last Inspection Date

Next Inspect Date Active DP 0405 2019 at Datapoint ID ST 09 Multiple DPs with Next Inspection Date

Retirement Date Active DP 0303 2020 at Datapoint ID ST 09

TML Group ID A16246 001
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AN01 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN01 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AN01 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN02 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN02 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.260

10 01 91

Active

0.250

10 01 95

Active

0.260

0105 98

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00
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AN02 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN03 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN03 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.240

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.270

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN03 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.240

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN04 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN04 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN04 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN05 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.240

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN05 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.240

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN05 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN06 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN06 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.240

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AN06 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN07 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN07 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN07 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN08 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN08 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN08 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN09 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.00 0.00 0.00

AN09 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.250

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN09 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.240

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.380

11 16 11

0.100 0.00 0.00 0.00

AN10 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN10 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00
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AN10 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN11 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.240

10 01 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN11 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.300

10 01 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN11 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN12 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN12 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.270

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN12 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 01 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN13 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN13 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.290

10 01 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084

AN13 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN14 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN14 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00
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AN14 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 91

Active

0.220

10 01 95

Active

0.230

0105 98

Active

0.240

1101 00

0.280

11 16 11

0.100 0.00 0.00 0.00

AN15 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN15 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN15 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN16 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN16 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

AN16 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN17 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN17 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.250

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN17 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN18 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN18 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00
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AN18 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN19 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN19 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN19 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN20 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN20 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AN20 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN21 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN21 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN21 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN22 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN22 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.250

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00
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AN22 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN23 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN23 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 01 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084

AN23 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.250

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN24 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN24 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN24 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN25 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN25 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN25 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN26 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN26 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.260

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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AN26 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN27 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN27 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 91

Active

0.270

10 01 95

Active

0.230

1101 00

Active

0.270

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN27 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN28 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN28 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN28 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN29 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN29 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN29 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN30 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN30 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00
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AN30 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN31 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.210

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN31 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.250

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN31 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN32 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.220

11 16 11

0.100 0.22 2.08 2.08 57.87 09 14 2069

AN32 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.260

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

AN32 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN33 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN33 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084

AN33 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN34 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN34 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

9 of 36



Datapoint

ID

Meas
Method

Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection

Date

Base

Value
Date

Meas 5

Value

Date

Status

Meas 4
Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LTCR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

AN34 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

AN35 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

AN35 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN35 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN36 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN36 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN36 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN37 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AN37 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AN37 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN38 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN38 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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AN38 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN39 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN39 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.280

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN39 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN40 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.310

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AN40 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.310

10 01 95

Active

0.290

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN40 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.310

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN41 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN41 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.280

10 01 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN41 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 01 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AN42 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AN42 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00
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AN42 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN43 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN43 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.270

0121 07

0.250

11 16 11

0.100 0.00 4.15 4.15 36.16 01 04 2048

AN43 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.290

10 01 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.230

11 16 11

0.100 0.00 2.08 2.08 62.69 07 11 2074

AN44 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN44 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN44 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.290

10 01 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AN45 E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AN45 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.250

10 01 95

Active

0.230

01 05 98

Active

0.210

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AN45 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 01 95

Active

0.220

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS01A UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 03 88

Active

0.220

10 01 91

Active

0.230

0105 98

Active

0.230

1101 00

0.220

11 16 11

0.100 0.22 0.91 0.91 132.54 04 29 2144

AS01B UT Active PIPE 11 1521 0.220

0121 07

0.220

11 16 11

0.100 0.00 0.00
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AS02E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS02 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS02 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS03E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS03 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS03 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.210

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS04E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS04 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS04 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS05E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS05 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.220

01 05 98

Active

0.210

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS05 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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AS06E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS06 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS06 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS07E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS07 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.220

10 02 95

Active

0.280

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS07 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS08E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS08 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS08 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS09E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 01 91

Active

0.220

10 02 95

Active

0.240

0105 98

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS09 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.250

11 16 11

0.100 0.00 4.15 4.15 36.16 01 04 2048

AS09 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AS10E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS10 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS10 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS11E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS11 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS11 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS12E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS12 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.280

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS12 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS13E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS13 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS13 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.240

0105 98

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084
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AS14A UT Active 4.000 ELL 11 1521 0.226

0101 85

0.220

10 03 88

Active

0.220

10 01 91

Active

0.230

0105 98

Active

0.210

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS14B UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.200

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS14C UT Active 4.000 ELL 11 1521 0.226

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.230

0105 98

Active

0.200

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS15E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS15 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS15 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS16E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.220

10 03 88

Active

0.240

10 01 91

Active

0.240

0105 98

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS16 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS16 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS17E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.300

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS17 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.290

10 02 95

Active

0.270

01 05 98

Active

0.260

1101 00

Active

0.280

0121 07

0.260

11 16 11

0.100 0.00 4.15 4.15 38.57 06 02 2050

AS17 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AS18E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS18 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.250

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS18 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS19E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.250

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS19 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 03 88

Active

0.260

10 01 91

Active

0.250

0105 98

Active

0.240

1101 00

0.220

11 16 11

0.100 0.22 1.81 1.81 66.27 02 05 2078

AS19 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS20E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS20 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AS20 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS21E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AS21 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084

AS21 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AS22E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS22 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS22 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS23E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS23 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS23 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS24E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS24 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS24 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS25E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS25 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS25 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AS26E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS26 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.260

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS26 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS27E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS27 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS27 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS28E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS28 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.250

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS28 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS29E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.230

11 16 11

0.100 0.00 0.00 0.00

AS29 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.270

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS29 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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AS30E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS30 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS30 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS31E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS31 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS31 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.220

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS32E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.200

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS32 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.250

11 16 11

0.100 0.00 4.15 4.15 36.16 01 04 2048

AS32 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.263

10 02 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS33E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS33 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS33 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00
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AS34E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS34 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS34 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS35E UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.250

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS35 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS35 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS36E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.210

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS36 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AS36 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS37E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.00 0.00 0.00

AS38E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS38 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088
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AS38 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS39E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

AS39 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS39 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS40E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.220

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

AS40 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AS40 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

AS41E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS41 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.240

10 02 95

Active

0.210

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS41 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS42E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS42 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.300

10 02 95

Active

0.260

01 05 98

Active

0.230

1101 00

Active

0.270

0121 07

0.320

11 16 11

0.100 0.00 0.00 0.00
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AS42 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AS43E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.270

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS43 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.270

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS43 W UT Active 4.000 PIPE 11 1521
0.226

0101 85

0.270

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

AS44E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS44 U UT Active 4.000 ELL 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.260

11 16 11

0.100 0.00 2.08 2.08 77.16 12 24 2088

AS44 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

AS45E UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

AS45 U UT Active 4.000 ELL 11 1521
0.226

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

AS45 W UT Active 4.000 PIPE 11 1521 0.226

0101 85

0.250

10 02 95

Active

0.250

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

B02 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.290

1116 11

0.290

11 16 11

0.100 0.00 0.00

B02 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.300

1116 11

0.290

11 16 11

0.100 0.00 0.00

23 of 36



Datapoint

ID

Meas
Method

Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection

Date

Base

Value
Date

Meas 5

Value

Date

Status

Meas 4
Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LTCR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

B02 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.210

01 05 98

Active

0.240

1101 00

Active

0.280

1116 11

0.280

11 16 11

0.100 0.00 0.00

B03 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.370

11 16 11

0.100 0.00 0.00 0.00

B03 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.270

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B03 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

B04 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B04 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.280

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

B04 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B05 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

B05 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.210

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B05 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.220

11 16 11

0.100 0.63 2.08 2.08 57.87 09 14 2069

B06 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.210

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B06 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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B06 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B07 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

B07 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.250

10 02 95

Active

0.270

01 05 98

Active

0.280

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B07 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

B08 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.200

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B08 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.240

01 05 98

Active

0.270

1101 00

Active

0.280

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B08 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B09A UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

B09B UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.240

0121 07

0.230

11 16 11

0.100 0.26 2.08 2.08 62.69 07 11 2074

B11 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.260

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B11 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B11 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00
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B12 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

B12 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.270

01 05 98

Active

0.250

1101 00

Active

0.260

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

B12 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B13 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.220

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

B13 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B13 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B14 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.220

11 16 11

0.100 0.63 2.08 2.08 57.87 09 14 2069

B14 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B14 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

B15 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

B15 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

09 01 87

Active

0.270

10 03 88

Active

0.260

1001 91

Active

0.250

1002 95

0.220

11 16 11

0.100 0.63 1.86 1.86 64.53 05 09 2076

B15 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.220

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511
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B16 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B16 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.290

01 05 98

Active

0.260

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B16 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

B17 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.210

0105 98

Active

0.230

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

B17 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.270

01 05 98

Active

0.280

1101 00

Active

0.260

0121 07

0.240

11 16 11

0.100 0.00 4.15 4.15 33.75 08 07 2045

B17 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.220

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

B19 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B19 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.270

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B19 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.210

10 01 91

Active

0.230

10 02 95

Active

0.210

0105 98

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

B20 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B20 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.270

01 05 98

Active

0.270

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B20 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

27 of 36



Datapoint

ID

Meas
Method

Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection

Date

Base

Value
Date

Meas 5

Value

Date

Status

Meas 4
Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LTCR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

B21 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.270

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B21 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.290

10 02 95

Active

0.280

01 05 98

Active

0.280

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B21 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B22 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

B22 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.210

10 02 95

Active

0.210

01 05 98

Active

0.220

1101 00

Active

0.220

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

B22 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

B23 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

B23 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.250

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.250

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

B23 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.270

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B24 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B24 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 03 88

Active

0.270

01 05 98

Active

0.270

1101 00

Active

0.270

0125 07

0.270

11 16 11

0.100 0.00 0.00 0.00

B24 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

28 of 36



Datapoint

ID

Meas
Method

Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection

Date

Base

Value
Date

Meas 5

Value

Date

Status

Meas 4
Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LTCR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

B25 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B25 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.280

10 02 95

Active

0.250

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B25 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.210

0105 98

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

B26 A UT Active 4.000 ELL 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.230

11 16 11

0.100 0.26 2.08 2.08 62.69 07 11 2074

B26 B UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.210

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C02 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

C02 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.210

1101 00

Active

0.240

0121 07

0.230

11 16 11

0.100 0.26 2.08 2.08 62.69 07 11 2074

C02 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C03 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

C03 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.250

10 02 95

Active

0.260

01 05 98

Active

0.250

1101 00

Active

0.250

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C03 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C04 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00
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C04 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.300

10 02 95

Active

0.290

01 05 98

Active

0.290

1101 00

Active

0.300

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C04 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C05 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C05 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.230

10 01 91

Active

0.240

10 02 95

Active

0.230

0105 98

Active

0.230

1101 00

0.240

11 16 11

0.100 0.00 0.00 0.00

C05 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.240

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

C06 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.200

01 05 98

Active

0.220

1101 00

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C06 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.310

10 02 95

Active

0.250

01 05 98

Active

0.270

1101 00

Active

0.280

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C06 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.210

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C07 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

C07 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.290

10 02 95

Active

0.280

01 05 98

Active

0.280

1101 00

Active

0.260

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C07 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.220

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C08 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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C08 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C08 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.220

10 02 95

Active

0.230

0105 98

Active

0.220

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C11 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.250

10 02 95

Active

0.210

0105 98

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C11 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.280

10 02 95

Active

0.290

01 05 98

Active

0.270

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C11 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.250

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

C12 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.250

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C12 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.290

10 02 95

Active

0.250

01 05 98

Active

0.270

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C12 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C13 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C13 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.270

1101 00

Active

0.260

0121 07

0.310

11 16 11

0.100 0.00 0.00 0.00

C13 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C14 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00
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C14 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.250

10 02 95

Active

0.250

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

C14 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.250

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C15 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C15 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.300

10 02 95

Active

0.270

01 05 98

Active

0.280

1101 00

Active

0.260

0121 07

0.250

11 16 11

0.100 0.00 2.08 2.08 72.34 02 29 2084

C15 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 01 91

Active

0.220

10 02 95

Active

0.230

0105 98

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C16 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.240

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C16 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.250

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C16 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.260

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C17 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.210

10 01 91

Active

0.240

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

C17 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.290

10 02 95

Active

0.250

01 05 98

Active

0.270

1101 00

Active

0.250

0121 07

0.230

11 16 11

0.100 0.26 4.15 4.15 31.34 03 11 2043

C17 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.230

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

C19 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.260

1101 00

Active

0.240

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00
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C19 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.290

11 16 11

0.100 0.00 0.00 0.00

C19 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

C20 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C20 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.280

10 02 95

Active

0.280

01 05 98

Active

0.260

1101 00

Active

0.270

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C20 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C21 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.280

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C21 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.310

10 02 95

Active

0.290

01 05 98

Active

0.280

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C21 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 01 91

Active

0.230

10 02 95

Active

0.230

0105 98

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C22 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

C22 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.260

0121 07

0.240

11 16 11

0.100 0.00 4.15 4.15 33.75 08 07 2045

C22 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.300

11 16 11

0.100 0.00 0.00 0.00

C23 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.210

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00
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C23 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.280

01 05 98

Active

0.260

1101 00

Active

0.250

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C23 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 02 95

Active

0.200

01 05 98

Active

0.260

1101 00

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C24 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.240

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C24 U UT Active 4.000 ELL 11 1521
0.237

0101 85

0.260

10 02 95

Active

0.270

01 05 98

Active

0.260

1101 00

Active

0.260

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C24 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

C25 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 01 91

Active

0.230

10 02 95

Active

0.220

0105 98

Active

0.230

0121 07

0.280

11 16 11

0.100 0.00 0.00 0.00

C25 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.270

10 02 95

Active

0.260

01 05 98

Active

0.270

1101 00

Active

0.260

0121 07

0.270

11 16 11

0.100 0.00 0.00 0.00

C25 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.230

01 05 98

Active

0.270

1101 00

Active

0.240

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

ST 01 UT Active 4.000 PIPE 04 0519
0.237

0101 85

0.210

01 05 98

Active

0.200

11 01 00

Active

0.220

0121 07

Active

0.210

1116 11

0.200

04 04 13

0.100 1.31 7.23 7.23 13.84 01 31 2027

ST 02 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.210

01 05 98

Active

0.220

1101 00

Active

0.240

0208 07

0.290

11 16 11

0.100 0.00 0.00 0.00

ST 02 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.280

0208 07

0.290

11 16 11

0.100 0.00 0.00 0.00

ST 02 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.210

01 05 98

Active

0.240

1101 00

Active

0.250

0208 07

0.280

11 16 11

0.100 0.00 0.00 0.00
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ST 03 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.250

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.230

11 16 11

0.100 0.26 4.15 4.15 31.34 03 11 2043

ST 03 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.210

1101 00

Active

0.260

0121 07

0.240

11 16 11

0.100 0.00 4.15 4.15 33.75 08 07 2045

ST 03 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.250

0121 07

0.240

11 16 11

0.100 0.00 2.08 2.08 67.52 05 06 2079

ST 04 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.240

0208 07

0.280

11 16 11

0.100 0.00 0.00 0.00

ST 04 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.260

0208 07

0.290

11 16 11

0.100 0.00 0.00 0.00

ST 04 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.270

0208 07

0.260

11 16 11

0.100 0.00 2.10 2.10 76.35 03 04 2088

ST 05 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.250

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

ST 05 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.220

1101 00

Active

0.250

0121 07

0.240

11 16 11

0.100 0.00 2.08 2.08 67.52 05 06 2079

ST 05 W UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.240

1101 00

Active

0.250

0121 07

0.250

11 16 11

0.100 0.00 0.00 0.00

ST 06 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.220

10 02 95

Active

0.230

01 05 98

Active

0.230

1101 00

Active

0.250

0208 07

0.250

11 16 11

0.100 0.00 0.00 0.00

ST 06 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 03 88

Active

0.220

10 01 91

Active

0.220

1002 95

Active

0.230

1101 00

0.220

11 16 11

0.100 0.63 0.91 0.91 132.54 04 29 2144

ST 06 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.230

10 02 95

Active

0.240

01 05 98

Active

0.230

1101 00

Active

0.250

0208 07

0.230

11 16 11

0.100 0.26 4.19 4.19 31.03 11 17 2042
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ST 07 E UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.230

0121 07

0.240

11 16 11

0.100 0.00 0.00 0.00

ST 07 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.240

10 01 91

Active

0.240

10 02 95

Active

0.240

0105 98

Active

0.230

1101 00

0.230

11 16 11

0.100 0.26 0.00 0.26 500.34 11 20 2511

ST 07 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.210

10 02 95

Active

0.210

01 05 98

Active

0.190

1101 00

Active

0.220

0121 07

0.260

11 16 11

0.100 0.00 0.00 0.00

ST 08 E UT Active 4.000 PIPE 11 1521
0.237

0101 85

0.220

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.240

0208 07

0.240

11 16 11

0.100 0.00 0.00 0.00

ST 08 U UT Active 4.000 ELL 11 1521 0.237

0101 85

0.230

10 01 91

Active

0.250

10 02 95

Active

0.240

0105 98

Active

0.230

1101 00

0.240

11 16 11

0.100 0.00 0.00 0.00

ST 08 W UT Active 4.000 PIPE 11 1521 0.237

0101 85

0.240

10 02 95

Active

0.240

01 05 98

Active

0.240

1101 00

Active

0.250

0208 07

0.240

11 16 11

0.100 0.00 2.10 2.10 66.81 08 20 2078

ST 09 UT Active 4.000 PIPE 04 0519 0.237

0101 85

0.230

10 02 95

Active

0.220

01 05 98

Active

0.230

1101 00

Active

0.220

1116 11

0.200

04 04 13

0.100 1.31 14.47 14.47 6.92 03 03 2020
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